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QMA (Quick Mate)

specifications cable groups

ELECTRICAL SPECIFICATIONS
impedance: 50 Ω
Working voltage rating: 335 vrms sea level
frequency range: 0-6 gHz

MECHANICAL SPECIFICATIONS
mating: force to engage
cabling: crimp and solder

PLATINg
g - gold
Wb - WHite bronZe

dIELECTRIC MATERIAL
t - teflon

grp for tHese cable types

c
times lmr-195; rg-58, 58a, 58c, 141, 141a/u; andreW cnt-195, cnt-195-db, cnt-195-fr; belden 7806a, 
8219, 8240, 8259, 8262, 9201, 9203, 9310, 9311; commscope Wbc-195, Wbc-195r, 0268, tcom-195, tcom-
195-fr; Harbour Hpf195

c1 rg-55, 55a, 55b, 142, 142a, 142b, 223, 400/u; alpHa 9055, 9055b, 9223; belden 7806a, 83242, 84142

c2 times lmr-200, msi-22; alpHa 9848; belden 7807a; commscope amc-58ll, Wbc-200, Wbc-200r, tcom-
200, tcom-200-fr; Harbour Hpf200

X rg-8X; belden 9258; commscope bWc-240, bWc-240r; micro 8/u; remee 1600; saXton 8315; times 
lmr-240, lmr-240 ultrafleX

part # fig description cbl 
grp notes

plating recom-
mended

toolbdy p/c die

rqa-5000-c 1 qma plug, crimp (snap lock) c, c2 Wb g t rfa-4009-206

rqa-5000-c1 1 qma plug, crimp (snap lock) c1 Wb g t rfa-4009-206

rqa-5000-X 1 qma plug, crimp (snap lock) X Wb g t rfa-4005-100

rqa-5010-8X 2 qma rigHt-angle plug, crimp (snap lock) X solderless contact, includes Heat 
sHrink Wb g t rfa-4009-203

rqa-5010-c 3 qma rigHt-angle plug, crimp (snap lock) c, c2 Wb g t rfa-4009-206

rqa-5010-c1 3 qma rigHt-angle plug, crimp (snap lock) c1 Wb g t rfa-4009-206

rqa-5010-X 3 qma rigHt-angle plug, crimp (snap lock) X Wb g t rfa-4009-203

qma-tool 4 assembly tool for pressing cap on rigHt 
angle plug sst — —

pHotos for reference only, sHoWn at 100% actual siZe.                                                                                            
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