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GPS L1 & L2 Band LNA Module 
 
 

Features 
 GPS L1 and L2 bands 

 Low noise figure 

 Input over drive protection 

 Test mode 

 Small size 

 
 

 

 
Electrical Specifications1

 : (at +25 
o
C)  

 
Inde
x Testing Item Symbol Test Constraint MIN Typ MAX Unit 

1 Input Power Pin L1 or L2 Band -140  IP1dB dBm 

2 Gain  S21 L1 or L2 Band 29 32 35 dB 

3 Gain Variation G L1 or L2 Band -1 0 +1 dB 

4 Out of Band Rejection S21 

50 - 1100 MHz   -30 dBc 

1375 - 1450 MHz   -30 dBc 

2000 - 11000 MHz   -40 dBc 

11000 - 18000 MHz   -30 dBc 

5 Noise figure  NF L1 or L2 Band  3.3 4.0 dB 

6 Input P1dB IP1dB L1 or L2 Band -20 -15  dBm 

7 Output IP3  Level IMD3 L1 or L2 Band, -50 dBm input power per tone   -75 dBm 

8 Interfering Signal Survivability Pin,max 
Average, 200 - 18000 MHz 30    dBm 

Pulse, 7 uS, 0.1% duty cycle, 1100 - 1500 MHz 50   dBm 

9 VSWR  SWR1, SWR2 L1 or L2 Band     1.8:1   

10 Current Consumption  Idd Vdd= +3.3 V    73 80 mA 

11 Power Supply Voltage Vdd  +3.0 +3.3 +3.6 V 

12 Operating Temperature To  -40  +85 
o
C

 

 
Notes: 
 
In-band frequency range: 
 L1: 1216 - 1238 MHz  

L2: 1564 - 1586 MHz

                                                 
1
 Specifications are subject to change without notice. 
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Frequency Response 

 L1 Band Performance @ 25C 
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L2 Band Performance @ 25C
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L1 + L2 Band Performance @ 25C
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 Harmonics Performance @ 25C
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 L1 + L2 Performance @ Test Mode @ 25C
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 Input P1dB & NF @ 25C
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Block Diagram 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Mechanical Outline 
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Richardson RFPD, Inc. 
40W267 Keslinger Road 
P.O. Box 307 
LaFox, IL 60147 
Telephone: (800) 737-6937 
                   (630) 208-2700 
Fax:        (630) 208-2662 
Internet: www.richardsonrfpd.com 
 
 

IMPORTANT NOTICE 
RICHARDSON RFPD, INC. AND ITS AFFILIATES RESERVE THE RIGHT TO MAKE CHANGES TO THE 
PRODUCT(S) OR INFORMATION CONTAINED HEREIN WITHOUT NOTICE.  RICHARDSON RFPD, INC. 
ASSUMES NO RESPONSIBILITY FOR ANY ERRORS WHICH MAY APPEAR IN THIS DOCUMENT.   
 
WARRANTY INFORMATION APPLICABLE TO THE PRODUCT IDENTIFIED HEREIN IS AVAILABLE UPON 
REQUEST.  NOTHING CONTAINED HEREIN SHALL CONSTITUTE A WARRANTY, REPRESENTATION OR 
GUARANTEE OF ANY KIND.  RICHARDSON RFPD, INC. EXPRESSLY DISCLAIMS ALL OTHER 
WARRANTIES, EXPRESS AND/OR IMPLIED INCLUDING BUT NOT LIMITED TO WARRANTIES OF 
MERCHANTABILITY, AND OF FITNESS FOR A PARTICULAR PURPOSE, USE OR APPLICATION. 
 
NO PART OF THIS DOCUMENT MAY BE COPIED OR REPRODUCED IN ANY FORM OR BY ANY MEANS 
WITHOUT THE PRIOR WRITTEN CONSENT OF RICHARDSON RFPD, INC.   
 

WARNING 
RICHARDSON RFPD, INC. PRODUCTS ARE NOT INTENDED FOR USE IN LIFE SUPPORT APPLIANCES, 
DEVICES OR SYSTEMS.  USE OF A RICHARDSON RFPD, INC. PRODUCT IN ANY SUCH APPLICATION 
WITHOUT WRITTEN CONSENT IS PROHIBITED. 
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